var textForPages = ["Product Brochure","Based on the idea of excellence             we keep “Reinventing the rules”            to achieve the highest quality            audio products.                With all small details on mind, our will            is to make our customers enjoy a truly             professional audio experience.            Be part of Tecnare is being part of an            exclusive community made by more            than 30 countries all over the world.             Our team of engineers will provide            the best support both on project            design and technical assistance,            in order to make every Tecnare            installation an  audio masterclass.                 With this on mind we Invite you            to Join the minority.","Based on the idea of excellence     we keep “Reinventing the rules”    to achieve the highest quality    audio products.        With all small details on mind, our will    is to make our customers enjoy a truly     professional audio experience.    Be part of Tecnare is being part of an    exclusive community made by more    than 30 countries all over the world.     Our team of engineers will provide    the best support both on project    design and technical assistance,    in order to make every Tecnare    installation an  audio masterclass.         With this on mind we Invite you    to Join the minority.","Tecnare                                                                                                    Tecnare professional","Tecnare                                                                    Tecnare professional","Ultimate                                                                    References                                                                                                                                                                                                                                                                                                        3           2","Ultimate      References                                                                                                                                                                                 3  2","E-8                               E-10                                                                                                                                               ESW110                                                                                                                                                                                                                         E-6                                                                                                                                                ESW118                                                                                   E-12                                                                                                                                                                                      ESW115              E-15                                                                    E Series                                                                                    E  Series  is  the  perfect  choice  for  all  kind  of  sound  reinforcements,  such  as  dance  clubs,                                                                                                                                                            karaoke  installations,  shopping  centers,  bars,  unveiling  a  natural,  clean  and  well  balanced  sound.                                                                                                                                                            E  series  can  be  sold  in  passive  version  as  well  as  self-powered  DSP  controlled  “A”  Series.                                                                                                                                                            Active “A” Series includes a factory preset setting of the speaker that assures a perfect sound.                                                                                                                                                            Housed with the ﬁnest components custom made for Tecnare, E series are manufactured with good                                                                                                                                                            quality plywood and painted with sand brush special paint.                                                                                                                                      Model         E6           E8         E10         E12         E15       ESW110      ESW115      ESW118                                                                                                                                                1 x 6,5”  1 x 8”+ 1 paper   1 x 10”+1” on   1 x 12”+1”  1 x 15”+ 1.4”                                                                                                                                Components                                                                 1 x 10”     1 X 15”     1 X 18”                                                                                                                                            + Dome Tweeter  cone Tweeter  a CD Horn  on a CD Horn  on a CD Horn                                                                                                                                             70Hz - 18kHz ±   80Hz – 18kHz   50Hz – 20kHz   50Hz – 20kHz   45Hz – 16kHz   45Hz – 500HZ   43Hz – 130Hz   38Hz – 150kHz                                                                                                                               Freq. response  3dB, measured   ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured                                                                                                                                               on axys     on axys     on axys     on axys     on axys     on axys     on axys     on axys                                                                                                                                  Nominal    135ºH – 125ºV   130ºH  x 130ºV   120ºH – 100ºV   120ºH – 80ºV   120ºH – 80ºV   120ºH x 120ºV                                                                                                                                 dispersion  @ -6dB point  @ -6dB point  @ -6dB point  @ -6dB point  @ -6dB point  360º  @ -6dB point  360º                                                                                                                                 Impedance     16 Ohm       8 Ohm      8 Ohm        8 Ohm      8 Ohm       8 Ohm       8 Ohm       8 Ohm                                                                                                                               Sensitivity (dB)  88dB (1w/1m)  90dB (1w/1m)  91dB (1w/1m)  93dB (1w/1m)  95dB (1w/1m)  94dB (1w/1m)  95dB (1w/1m)  96dB (1w/1m)                                                                                                                                 Calculated   107dB continuous  110dB contiuous  114dB contiuous  116dB continuous 120dB continuous 115dB continuous 121dB continuous 123db continuous                                                                                                                                  Spl (dB)   / 113db peak   / 116db peak   / 120dB peak   / 122dB peak   / 126dB peak  / 121 dB peak   / 127dB peak  / 129dB peak                                                                                                                                              80W AES /   120W AES /   240W AES /   320W AES /   400W AES /  250W AES /   500W AES /   600W  AES /                                                                                                                               Power Handling                                                                                                                                            160W continuous 240W continuous 480W continuous 640W continuous 800W continuous 500W continuous 1000W continuous 1000W continuous                                                                                                                                Construction                             16mm birch plywood. Finished with sands brust painting                                                                                                                                    Grille                       Powder coated perforated steel with acoustically transparent reticulated foam                                                                                                                                 Net weight     5,5 kg      7,1 kg     13,6 kg      21 kg       32 kg      9,6 kg       37 kg      41,6 kg                                                                                                                                 Dimensions   310 x 202 x 210   380 x 245 x 270  500 x 295 x 340  606 x 355 x 404  685 x 450 x 510  308 x 395 x 348  736 x 440 x 705  609 x 588 x 709                                                                                                                                  (HxWxD)        mm         mm          mm          mm          mm          mm          mm          mm                                                                                                                                Active version  Non Available  Non Available  Available  Available  Available  Available  Available  Available             4 4                                                                                                                                                                                                                         5","E-8                               E-10                        ESW110                                                                                                  E-6                         ESW118                                                                                   E-12                                                               ESW115              E-15      E Series                           E  Series  is  the  perfect  choice  for  all  kind  of  sound  reinforcements,  such  as  dance  clubs,                                     karaoke  installations,  shopping  centers,  bars,  unveiling  a  natural,  clean  and  well  balanced  sound.                                     E  series  can  be  sold  in  passive  version  as  well  as  self-powered  DSP  controlled  “A”  Series.                                     Active “A” Series includes a factory preset setting of the speaker that assures a perfect sound.                                     Housed with the ﬁnest components custom made for Tecnare, E series are manufactured with good                                     quality plywood and painted with sand brush special paint.               Model         E6           E8         E10         E12         E15       ESW110      ESW115      ESW118                         1 x 6,5”  1 x 8”+ 1 paper   1 x 10”+1” on   1 x 12”+1”  1 x 15”+ 1.4”         Components                                                                 1 x 10”     1 X 15”     1 X 18”                     + Dome Tweeter  cone Tweeter  a CD Horn  on a CD Horn  on a CD Horn                      70Hz - 18kHz ±   80Hz – 18kHz   50Hz – 20kHz   50Hz – 20kHz   45Hz – 16kHz   45Hz – 500HZ   43Hz – 130Hz   38Hz – 150kHz        Freq. response  3dB, measured   ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured  ± 3dB, measured                        on axys     on axys     on axys     on axys     on axys     on axys     on axys     on axys           Nominal    135ºH – 125ºV   130ºH  x 130ºV   120ºH – 100ºV   120ºH – 80ºV   120ºH – 80ºV   120ºH x 120ºV          dispersion  @ -6dB point  @ -6dB point  @ -6dB point  @ -6dB point  @ -6dB point  360º  @ -6dB point  360º          Impedance     16 Ohm      8 Ohm       8 Ohm       8 Ohm       8 Ohm       8 Ohm       8 Ohm       8 Ohm        Sensitivity (dB)  88dB (1w/1m)  90dB (1w/1m)  91dB (1w/1m)  93dB (1w/1m)  95dB (1w/1m)  94dB (1w/1m)  95dB (1w/1m)  96dB (1w/1m)          Calculated   107dB continuous  110dB contiuous  114dB contiuous  116dB continuous 120dB continuous 115dB continuous 121dB continuous 123db continuous           Spl (dB)   / 113db peak   / 116db peak   / 120dB peak   / 122dB peak   / 126dB peak  / 121 dB peak   / 127dB peak  / 129dB peak                       80W AES /   120W AES /   240W AES /   320W AES /   400W AES /  250W AES /   500W AES /   600W  AES /        Power Handling                     160W continuous 240W continuous 480W continuous 640W continuous 800W continuous 500W continuous 1000W continuous 1000W continuous         Construction                             16mm birch plywood. Finished with sands brust painting             Grille                       Powder coated perforated steel with acoustically transparent reticulated foam          Net weight    5,5 kg       7,1 kg     13,6 kg      21 kg       32 kg      9,6 kg      37 kg       41,6 kg          Dimensions   310 x 202 x 210   380 x 245 x 270  500 x 295 x 340  606 x 355 x 404  685 x 450 x 510  308 x 395 x 348  736 x 440 x 705  609 x 588 x 709           (HxWxD)        mm         mm          mm          mm          mm          mm          mm          mm         Active version  Non Available  Non Available  Available  Available  Available  Available  Available  Available    4 4                                                                                                           5","IBZA15                                                                                                                                                                 IBZA12                                                                                                                                  IBZA10                                                                                 IBZA8                                                         IBZA6                                     IBZA                                     P204                IBZA6                 Plus                             Ibiza                     Ibiza Series is the ultimate reference speaker for all kind of venue environments where high-end audio                 Ibiza Series can be sold in passive version as well as with two self-powered DSP versions (“A” Series                                     quality, stunning aesthetics, extreme sound pressure level and reliability are required.                                                                                                                                                            and PCC3 options).           Series                    Ibiza Series house best european made speaker components with ensures the highest quality. Boxes                       Active “A” Series includes a factory preset setting of the speaker that assures a perfect sound. Active                                     are made with ﬁnland plywood, coated with Polyurea and including stainless steel screws, making Ibiza                                                                                                                                                            “PCC3” version adds to factory preset setting the possibility of networking loudspeaker system control                                     Series the perfect choice to work under difﬁcult climate conditions.                                                   via software.                Model             IBZA P204               IBZA6                IBZA 6PLUS                 IBZA8                          Model                   IBZA10                        IBZA 12                       IBZA 15                               2 x 4” LF + 1 x       1 x 6.5” + 1 x    1 x 6.5” LF driver, 1 x 1” compression   1 x 8” + 1 x paper                      1 x 10” + 1 x 1’’ on a rotatable   1 x 12” + 1 x 1’’ on an     1 x 15” + 1 x 1.4’’           Components        25 mm Tweeter          1.25” Tweeter       driver, coaxially attached  cone tweeter                   Components             exponential horn           asymmetric rotatable horn         on a CD horn                           80Hz - 20kHz ± 4dB,    82Hz - 20kHz ± 4dB,    85Hz – 18kHz ± 4dB,     65Hz – 18kHz ± 4dB,                                     45Hz – 18kHz ± 4dB,           56Hz – 18kHz ± 4dB,           48Hz – 18kHz ± 4dB,          Freq. response                                                                                                           Freq. response                            measured on axys       measured on axys       measured on axys        measured on axys                                        measured on axys              measured on axys             measured on axys            Nominal           120ºH x 120ºV         80ºH x 80ºV             70°H x 70°V            110°H x 110°V                                       70°H x 50°V @-6db points.       Asymmetric rotatable            80°H x 50°V           dispersion         @-6dB point           @-6dB point            @-6db points            @-6db points                      Nominal          Rotatable horn allows swap of   (50°-100°) x 60° HF horn.        @-6db points                                                                                                                                    dispersion        horizontal and vertical pattern    @-6db points            Impedance            16 Ohm                8 Ohm                   8 Ohm                   8 Ohm                         Impedance                 8 Ohm                         8 Ohm                        8 Ohm          Sensitivity (dB)    92dB (1w/1m)          93dB (1w/1m)             98dB (1w/1m)          93dB (1w/1m)                   Sensitivity (dB)         94dB (1w/1m)                  96dB (1w/1m)                  101dB (1w/1m)         Calculated spl (dB)  111dB continuous / 117dB peak  116dB continuous / 122dB peak  120dB continuous / 126dB peak  117dB continuous / 123dB peak  Calculated spl (dB)  120dB continuous / 126dB peak  124dB continuos / 130dB Peak  129dB continuous / 135dB peak          Power handling  80W AES / 160W continuous  200W AES / 400W continuous  160W AES / 320W continuous  200W AES / 400W continuous  Power handling  400W AES / 800W continuous  600W AES / 1200W continuous  650W AES / 1300W continuous                                                                                              16mm birch plywood. Finished                            16mm birch plywood. Finished    16mm birch plywood. Finished    16mm birch plywood. Finished                           Weatherproof plastic.    16mm birch plywood.    16mm birch plywood. Finished    in black semi-matt textured                 in black semi-matt textured    in black semi-matt textured    in black semi-matt textured           Construction                                                in black semi-matt textured                                 Construction                          Finished in Black or White   Finished in Durawound                  Polyurea weatherized coating.                           Polyurea weatherized coating.    Polyurea weatherized coating.    Polyurea weatherized coating.                                                  weatherized coating   Polyurea weatherized coating   Two recessed carrying handle                   Two recessed carrying handle   Two recessed carrying handle  Two recessed carrying handle              Grille                        Powder coated perforated steel with acoustically transparent reticulated foam              Grille                        Powder coated perforated steel with acoustically transparent reticulated foam            Net weight           4,5 kg                 4,5 kg                 5,3 kg                  8,7 kg                        Net weight                15 Kg                         19 kg                        34,8 Kg           Dimensions       182 x 182 x 320 mm    330 x 215 x 207 mm     230 x 211,7 x 223 mm    405 x 254,5 x 254 mm               Dimensions           500 x 302 x 320 mm            606 x 366 x 384,5 mm          640 x 450 x 486 mm            (HxWxD)                                                                                                                  (HxWxD)          Active version                                       Non Available                                                       Active version                                         Available                                                                                                                                                                                                                                        7           6","IBZA15                                          IBZA12           IBZA10  IBZA8  IBZA6  IBZA  P204  IBZA6  Plus                    Ibiza   Ibiza Series is the ultimate reference speaker for all kind of venue environments where high-end audio   Ibiza Series can be sold in passive version as well as with two self-powered DSP versions (“A” Series                                     and PCC3 options).  quality, stunning aesthetics, extreme sound pressure level and reliability are required.  Series  Ibiza Series house best european made speaker components with ensures the highest quality. Boxes   Active “A” Series includes a factory preset setting of the speaker that assures a perfect sound. Active  are made with ﬁnland plywood, coated with Polyurea and including stainless steel screws, making Ibiza                                     “PCC3” version adds to factory preset setting the possibility of networking loudspeaker system control  Series the perfect choice to work under difﬁcult climate conditions.   via software.      Model  IBZA P204  IBZA6   IBZA 6PLUS  IBZA8  Model  IBZA10        IBZA 12                       IBZA 15   2 x 4” LF + 1 x    1 x 6.5” + 1 x    1 x 6.5” LF driver, 1 x 1” compression   1 x 8” + 1 x paper     1 x 10” + 1 x 1’’ on a rotatable   1 x 12” + 1 x 1’’ on an    1 x 15” + 1 x 1.4’’  Components  25 mm Tweeter  1.25” Tweeter  driver, coaxially attached  cone tweeter  Components  exponential horn  asymmetric rotatable horn  on a CD horn  80Hz - 20kHz ± 4dB,    82Hz - 20kHz ± 4dB,    85Hz – 18kHz ± 4dB,    65Hz – 18kHz ± 4dB,    45Hz – 18kHz ± 4dB,    56Hz – 18kHz ± 4dB,    48Hz – 18kHz ± 4dB,  Freq. response  Freq. response  measured on axys  measured on axys  measured on axys  measured on axys  measured on axys  measured on axys  measured on axys  Nominal   120ºH x 120ºV    80ºH x 80ºV   70°H x 70°V   110°H x 110°V   70°H x 50°V @-6db points.    Asymmetric rotatable    80°H x 50°V  dispersion  @-6dB point  @-6dB point  @-6db points  @-6db points  Nominal   Rotatable horn allows swap of   (50°-100°) x 60° HF horn.    @-6db points             dispersion        horizontal and vertical pattern    @-6db points   Impedance  16 Ohm  8 Ohm  8 Ohm  8 Ohm  Impedance  8 Ohm           8 Ohm                        8 Ohm  Sensitivity (dB)  92dB (1w/1m)  93dB (1w/1m)    98dB (1w/1m)  93dB (1w/1m)  Sensitivity (dB)  94dB (1w/1m)  96dB (1w/1m)  101dB (1w/1m)  Calculated spl (dB)  111dB continuous / 117dB peak  116dB continuous / 122dB peak  120dB continuous / 126dB peak  117dB continuous / 123dB peak  Calculated spl (dB)  120dB continuous / 126dB peak  124dB continuos / 130dB Peak  129dB continuous / 135dB peak  Power handling  80W AES / 160W continuous  200W AES / 400W continuous  160W AES / 320W continuous  200W AES / 400W continuous  Power handling  400W AES / 800W continuous  600W AES / 1200W continuous  650W AES / 1300W continuous           16mm birch plywood. Finished    16mm birch plywood. Finished    16mm birch plywood. Finished    16mm birch plywood. Finished  Weatherproof plastic.    16mm birch plywood.    16mm birch plywood. Finished    in black semi-matt textured   in black semi-matt textured    in black semi-matt textured    in black semi-matt textured  Construction  in black semi-matt textured   Construction  Finished in Black or White   Finished in Durawound   Polyurea weatherized coating.    Polyurea weatherized coating.    Polyurea weatherized coating.    Polyurea weatherized coating.  weatherized coating   Polyurea weatherized coating   Two recessed carrying handle  Two recessed carrying handle  Two recessed carrying handle  Two recessed carrying handle   Grille  Powder coated perforated steel with acoustically transparent reticulated foam  Grille  Powder coated perforated steel with acoustically transparent reticulated foam   Net weight   4,5 kg  4,5 kg  5,3 kg  8,7 kg  Net weight   15 Kg    19 kg                        34,8 Kg  Dimensions   182 x 182 x 320 mm  330 x 215 x 207 mm  230 x 211,7 x 223 mm  405 x 254,5 x 254 mm  Dimensions   500 x 302 x 320 mm  606 x 366 x 384,5 mm  640 x 450 x 486 mm  (HxWxD)     (HxWxD)  Active version  Non Available  Active version                    Available                                                                                                                 7  6","SW118H                                 SW115                                                                                                                               SW215                             SW218V                                                                                                                               SW18VR                                                                                                         SW118M             SW12           Minisub                                                                                                                                                                                                                                           SW221                                                                                                                                 SW218EB               Subwoofer                       Subwoofer Series  Tecnare Sound Systems, includes a large variety of product enclosures,                                        to reproduce infra frequencies starting 25Hz, others to reproduce the “kick \& punch”, some to give           Series                       the best of both worlds... Different techniques such as horn, hybrid, bass reﬂex, tapped horn, etc.. are                                        used on the different designs.                                        Manufactured with multiply birch plywood, and coated with Polyurea, Tecnare Subwoofer series only                                        use european speaker parts from the best suppliers. Subwoofer Series                                        the most incredible power and deepest sound.                  Model            SW12 Minisub.             SW 115                SW118H                 SW118M                         Model            SW18VR            SW215            SW218V            SW218EB             SW221            Components         1 x 12” LF driver         1 x 15” LF driver   1 x 18” LF driver      1 x 18” LF driver              Components      1 x 18” LF driver    2 x 15” LF driver  Low 2 x 18” LF driver  Low 2 x 18” LF Driver  2 x 21” LF drivers                             46Hz – 500Hz ± 4dB,    38Hz – 800Hz ± 4dB,   40Hz – 400Hz ± 4dB,    35Hz – 400Hz ± 4dB,                                               36Hz – 400Hz ± 4dB,   38Hz – 280Hz ± 4dB,   28Hz - 100Hz ± 3dB,   27Hz-90Hz Free Field:          Freq. response     measured on axys        measured on axys      measured on axys       measured on axys               Freq. response    48Hz - 200Hz    measured on axys  measured on axys   measured on axys   32Hz-100Hz ± 3 dB,                                                                                                                                                                                                                           measured on axys         Nominal dispersion       360º                 120º x 120º           150º x 150º              360º                                                                                                                                Nominal dispersion    360º            120º x 120º         180º         Standard or Cardioid  Standard or Cardioid            Impedance                                               8 Ohm                                                                                                                                   Impedance         8 Ohm             8 Ohm             4 Ohm             4 Ohm               4 Ohm          Sensitivity (dB)     93dB (1w/1m)           99dB (1w/1m)          100dB (1w/1m)          98dB (1w/1m)                                                                                                                                 Sensitivity (dB)  101dB (1w/1m)     105dB (1w/1m)    104dB (1w/1m)      103dB (1w/1m)     104dB (1w/1m)            Calculated       122dB continuous /     129dB continuous /    130dB continuous /      129dB continuous /              Spl (dB)          128dB peak              135dB peak            136dB peak             135dB Peak                     Calculated    132dB continuous /     138dB continuous /   137dB continuous /    137dB continuous / 143dB   138dB continuous / 144dB                                                                                                                                    Spl (dB)       138dB peak         144dB peak       143dB peak      Peak (T-20 ampliﬁer)  Peak (T-20 ampliﬁer)          Power handling        700W AES /            1000W AES /            1200W AES /            1200W AES /                              1400W continuous       2000W continuous      2400W continuous       2400W continuous               Power handling    1200W AES /       2000W AES /       2400W AES /        3400W AES /        3400W AES /                                                                                                                                                 2400W continuous  4000W continuous  4800W continuous   6800W continuous   6800W continuous                                                                                                                                                                    18mm birch plywood.                            16mm birch plywood.     18mm birch plywood.    18mm birch plywood.    18mm birch plywood.                            18mm birch plywood.   Finished in black semi-  18mm birch plywood.   18mm birch plywood.   18mm birch plywood.                            Finished in black semi-  Finished in black semi-  Finished in black semi-  Finished in black semi-                   Finished in black semi-  matt textured Durawound   Finished in black semi-  Finished in black semi-  Finished in black semi-               Construction    matt textured Durawound   matt textured Durawound   matt textured Durawound   matt textured Durawound   Construction  matt textured Durawound   weatherized coating.   matt textured Durawound   matt textured Durawound   matt textured Durawound                                weatherized coating. One   weatherized coating. Three   weatherized coating. One   weatherized coating. Four         weatherized coating. Two   Three recessed carrying   weatherized coating. Two   weatherized coating. Two   weatherized coating. Two                            recessed carrying handle  recessed carrying handle  recessed carrying handle  recessed carrying handle               recessed carrying handle            recessed carrying handle  recessed carrying handle  recessed carrying handle                                                                                                                                                                       handle.                                                                                                                                                   Powder coated                           Powder coated perforated   Powder coated perforated   Powder coated    Powder coated perforated                       perforated steel with   Powder coated    Powder coated    Powder coated    Powder coated              Grille        steel with acoustically   steel with acoustically   perforated steel  steel with acoustically            Grille     acoustically transparent   perforated steel  perforated steel  perforated steel  perforated steel                          transparent reticulated foam  transparent reticulated foam          transparent reticulated foam.                       reticulated foam            Net weight           21,1 Kg                43,2 Kg                70,8 Kg                46 Kg                        Net weight         67 Kg            75,3 Kg           85,5 kg            90 kg              125 kg           Dimensions        376 x 376 x 398 mm     735 x 445 x 690 mm    1020 x 520 x 920 mm    556 x 569 x 691 mm               Dimensions     513 x 699 x 780 mm  735 x 870 x 690 mm  1080 x 580 x 830 mm  546 x 1340 x 700 mm  1404 x 835 x 616 mm             (HxWxD)                                                                                                                (HxWxD)           Active version                                          Available                                                      Active version                       Available                         Non Available      Non Available           8                                                                                                                                                                                                                           9","SW118H   SW115                                      SW215                             SW218V        SW18VR  SW118M  SW12  Minisub                                                                                                                    SW221          SW218EB      Subwoofer  Subwoofer Series  Tecnare Sound Systems, includes a large variety of product enclosures,  to reproduce infra frequencies starting 25Hz, others to reproduce the “kick \& punch”, some to give  Series  the best of both worlds... Different techniques such as horn, hybrid, bass reﬂex, tapped horn, etc.. are  used on the different designs.  Manufactured with multiply birch plywood, and coated with Polyurea, Tecnare Subwoofer series only  use european speaker parts from the best suppliers. Subwoofer Series  the most incredible power and deepest sound.       Model  SW12 Minisub.  SW 115  SW118H  SW118M  Model  SW18VR  SW215  SW218V       SW218EB             SW221   Components  1 x 12” LF driver      1 x 15” LF driver  1 x 18” LF driver  1 x 18” LF driver  Components  1 x 18” LF driver    2 x 15” LF driver  Low 2 x 18” LF driver  Low 2 x 18” LF Driver  2 x 21” LF drivers  46Hz – 500Hz ± 4dB,    38Hz – 800Hz ± 4dB,   40Hz – 400Hz ± 4dB,   35Hz – 400Hz ± 4dB,    36Hz – 400Hz ± 4dB,   38Hz – 280Hz ± 4dB,   28Hz - 100Hz ± 3dB,   27Hz-90Hz Free Field:  Freq. response  measured on axys  measured on axys  measured on axys  measured on axys  Freq. response  48Hz - 200Hz  measured on axys  measured on axys  measured on axys   32Hz-100Hz ± 3 dB,                                                                                                    measured on axys  Nominal dispersion  360º  120º x 120º  150º x 150º  360º         Nominal dispersion    360º            120º x 120º         180º         Standard or Cardioid  Standard or Cardioid  Impedance  8 Ohm            Impedance         8 Ohm             8 Ohm             4 Ohm             4 Ohm               4 Ohm  Sensitivity (dB)  93dB (1w/1m)  99dB (1w/1m)  100dB (1w/1m)  98dB (1w/1m)          Sensitivity (dB)  101dB (1w/1m)     105dB (1w/1m)    104dB (1w/1m)      103dB (1w/1m)     104dB (1w/1m)  Calculated   122dB continuous /    129dB continuous /   130dB continuous /    129dB continuous /   Spl (dB)  128dB peak  135dB peak  136dB peak  135dB Peak  Calculated   132dB continuous /     138dB continuous /   137dB continuous /    137dB continuous / 143dB   138dB continuous / 144dB             Spl (dB)       138dB peak         144dB peak       143dB peak      Peak (T-20 ampliﬁer)  Peak (T-20 ampliﬁer)  Power handling  700W AES /    1000W AES /    1200W AES /    1200W AES /  1400W continuous  2000W continuous  2400W continuous  2400W continuous  Power handling  1200W AES /    2000W AES /    2400W AES /     3400W AES /    3400W AES /                          2400W continuous  4000W continuous  4800W continuous   6800W continuous   6800W continuous                                             18mm birch plywood.  16mm birch plywood.   18mm birch plywood.   18mm birch plywood.   18mm birch plywood.   18mm birch plywood.   Finished in black semi-  18mm birch plywood.   18mm birch plywood.   18mm birch plywood.  Finished in black semi-  Finished in black semi-  Finished in black semi-  Finished in black semi-  Finished in black semi-  matt textured Durawound   Finished in black semi-  Finished in black semi-  Finished in black semi-      Construction  matt textured Durawound   matt textured Durawound   matt textured Durawound   matt textured Durawound   Construction  matt textured Durawound   weatherized coating.   matt textured Durawound   matt textured Durawound   matt textured Durawound       weatherized coating. One   weatherized coating. Three   weatherized coating. One   weatherized coating. Four   weatherized coating. Two   Three recessed carrying   weatherized coating. Two   weatherized coating. Two   weatherized coating. Two   recessed carrying handle  recessed carrying handle  recessed carrying handle  recessed carrying handle  recessed carrying handle  recessed carrying handle  recessed carrying handle  recessed carrying handle                                                handle.                            Powder coated  Powder coated perforated   Powder coated perforated   Powder coated    Powder coated perforated   perforated steel with   Powder coated    Powder coated    Powder coated    Powder coated  Grille  steel with acoustically   steel with acoustically   perforated steel  steel with acoustically   Grille  acoustically transparent   perforated steel  perforated steel  perforated steel  perforated steel  transparent reticulated foam  transparent reticulated foam  transparent reticulated foam.  reticulated foam  Net weight   21,1 Kg  43,2 Kg  70,8 Kg  46 Kg  Net weight   67 Kg  75,3 Kg  85,5 kg  90 kg            125 kg  Dimensions   376 x 376 x 398 mm  735 x 445 x 690 mm  1020 x 520 x 920 mm  556 x 569 x 691 mm  Dimensions   513 x 699 x 780 mm  735 x 870 x 690 mm  1080 x 580 x 830 mm  546 x 1340 x 700 mm  1404 x 835 x 616 mm  (HxWxD)    (HxWxD)  Active version  Available  Active version     Available                         Non Available      Non Available  8                                                                                                             9","CLA 888                                                                                                                                                        CLA312                                                                                           CLA21                                         CLA208                           Lateral view CLA208                                     Lateral view CLA21                                                                                                                                      Lateral view CLA312                                      Lateral view CLA888                         Lateral view CLA208                                     Lateral view CLA21                                             Lateral view CLA312                                     Lateral view CLA888                Curvi Linear                   The  Tecnare  Curvi  Linear  Array  Series  is  a  fully  integrated  family  of  line  source  arra ,sy          CLa Series can be sold in passive version as well as with two self-powered DSP versions ( “A” Series                                          made out of 4 models: Cla208, CLa21, CLa888 and CLa312.                                                                                                                                                            and  PCC3  options).  Active  “A” Series  includes  a  factory  preset  setting  of  the  speaker  that  assures                                                                                                                                                            a perfect sound. Active “PCC3” version adds to factory preset setting the possibility of networking           Array Series                   CLa Series are designed both for permanent installation and touring applications where even                       loudspeaker system control via software.                                          coverage, intelligibility, and high SPL levels are required.                                                                                                                                                            PCC3 active loudspeakers merge the singular advantages of array technology, with the application of           (CLa)                          CLa Series are engineered to offer sound reinforcement professionals solutions to meet almost                     computer digital management beneﬁts to professional audio reinforcements. With this revolutionary                                                                                                                                                            technique the entire concept of an array box  is completely replaced by the idea that each array                                          any challenge.                                                                                                                                                            element  changes  to  be  an  active  device,  namely  a  PCC3  speaker,  controlled  with  a  small  laptop                                          S p e a k    s r e  a n    d  c o m  o i s s e r p    n  v i r d    s r e  s o  n i c r u    g  o r f   e r a  m  h t      e  b    t s e  e  o r u  p e a    n  u s  p    s r e i l p  w     h t i  via software. Once connected, we can control in real time the parameters of each speaker such as                                          ensures the highest quality. Boxes are made with ﬁnland plywood and coated with Polyurea. All                     volume, graphic equalisation, parametric equalisation, crossover, internal delays, compressor-limiters,                                          these make CLa Series a perfect choice to work under difﬁcult climate conditions.                                 save and recall of presets, mute,and more!                   Model                           CLa208                                      CLa21                                      Model                          CLa312                                       CLa888                                           2 x 8” LF driver, 1 x 1.4”                    2 x 10” LF driver, 1 x 1.4”                                      Low: 2 x 12” LF driver band pass horn loaded. Mid:    Low: 2 x 12” LF driver vented enclosure. Mid: 1 x 2” attached              Components                 exit HF compression driver                  exit HF compression driver                      Components         1 x 12” HF phase corrected. High: 2 x 1.4” compression   to proprietary waveguide HF phase corrected. High: 4 x 0.7”                                                                                                                                                          driver attached to proprietary waveguide device  compression driver attached to waveguide horn device             Freq. response            62/80Hz – 18kHz ± 4dB (1 box)                  60/80Hz- 18Khz (1 box)                                                                                                                                    Freq. response           58Hz – 19kHz ± 4dB, measured on axys.                                      Horizontal: 110º; Vertical: depending      Horizontal: 75º; Vertical: depending on                                                                                      40/58Hz - 21kHz (1 box)            Nominal Dispersion                                                                                                                                42Hz – 19kHz ± 4dB (6 element array)                                       on array length and conﬁguration            array length and conﬁguration                                                                                                                                   Nominal Dispersion          Horizontal: 90º; Vertical depending     Horizontal: 110º; Vertical: depending on array              Impedance                                         LF: 8 Ohm / HF: 16 Ohm                                                                         on array length and conﬁguration               length and conﬁguration             Sensitivity (dB)               107dB (1w/1m)                               108dB (1w/1m)                                 Impedance               LF: 4 Ohm / MF: 8 Ohm / HF: 8 Ohm          LF: 4 Ohm / MF : 8 Ofm / HF: 16 Ohm            Calculated spl (dB)       134dB continuous / 140dB peak               136.5dB continuous / 142.5dB peak                 Sensitivity (dB)                 99dB (1w/1m)                                103dB (1w/1m)             Power Handling             510W AES / 1020W continuous                710W AES / 1420W continuous                     Calculated spl (dB)          138dB continuous / 144dB Peak               132dB continuous / 139dB peak                                                                                                                                    Power Handling             2520W AES / 5040W continuous                1920W AES / 3840W continuous              Construction                           16mm birch plywood. Finished in black semi-matt textured                                                    Durawound weatherized coating. One recessed carrying handle                      Construction       16mm birch plywood. Finished in black semi-matt textured   16mm birch plywood. Finished in black semi-matt textured                                                                                                                                                       Durawound weatherized coating. Two recessed carrying handle  Durawound weatherized coating. One recessed carrying handle                Grille                        Powder coated perforated steel with acoustically transparent reticulated foam                                                                                                                                        Grille                        Powder coated perforated steel with acoustically transparent reticulated foam              Net Weight                       29,3 kg                                     35 Kg                                      Net Weight                        85 Kg                                       48 Kg           Dimensions (HxWxD)             295,5 x 602 x 455 mm                         320 x 741 x 465 mm                         Dimensions (HxWxD)    440 (front height) - 310 (rear height) x 1245 x 740 mm  360 x 1150 x 580 mm             Active Version                                          Available               .                                       Active Version                   Non Available                                Available                                                                                                                                                                                                                                       11           1o","CLA 888                                 CLA312  CLA21  CLA208             Lateral view CLA208  Lateral view CLA21               Lateral view CLA312                                      Lateral view CLA888           Lateral view CLA208  Lateral view CLA21  Lateral view CLA312          Lateral view CLA888       Curvi Linear   The  Tecnare  Curvi  Linear  Array  Series  is  a  fully  integrated  family  of  line  source  arra ,sy      CLa Series can be sold in passive version as well as with two self-powered DSP versions ( “A” Series  made out of 4 models: Cla208, CLa21, CLa888 and CLa312.                                     and  PCC3  options).  Active  “A” Series  includes  a  factory  preset  setting  of  the  speaker  that  assures                                     a perfect sound. Active “PCC3” version adds to factory preset setting the possibility of networking  Array Series   CLa Series are designed both for permanent installation and touring applications where even   loudspeaker system control via software.  coverage, intelligibility, and high SPL levels are required.                                     PCC3 active loudspeakers merge the singular advantages of array technology, with the application of  (CLa)  CLa Series are engineered to offer sound reinforcement professionals solutions to meet almost   computer digital management beneﬁts to professional audio reinforcements. With this revolutionary                                     technique the entire concept of an array box  is completely replaced by the idea that each array  any challenge.                                     element  changes  to  be  an  active  device,  namely  a  PCC3  speaker,  controlled  with  a  small  laptop  S p e a k    s r e  a n    d  c o m  o i s s e r p    n  v i r d    s r e  s o  n i c r u    g  o r f   e r a  m  h t      e  b    t s e  e  o r u  p e a    n  u s  p    s r e i l p  w     h t i  via software. Once connected, we can control in real time the parameters of each speaker such as  ensures the highest quality. Boxes are made with ﬁnland plywood and coated with Polyurea. All   volume, graphic equalisation, parametric equalisation, crossover, internal delays, compressor-limiters,  these make CLa Series a perfect choice to work under difﬁcult climate conditions.  save and recall of presets, mute,and more!      Model  CLa208  CLa21  Model                 CLa312                                       CLa888   2 x 8” LF driver, 1 x 1.4”        2 x 10” LF driver, 1 x 1.4”    Low: 2 x 12” LF driver band pass horn loaded. Mid:    Low: 2 x 12” LF driver vented enclosure. Mid: 1 x 2” attached  Components  exit HF compression driver  exit HF compression driver   Components  1 x 12” HF phase corrected. High: 2 x 1.4” compression   to proprietary waveguide HF phase corrected. High: 4 x 0.7”                                   driver attached to proprietary waveguide device  compression driver attached to waveguide horn device  Freq. response  62/80Hz – 18kHz ± 4dB (1 box)  60/80Hz- 18Khz (1 box)             Freq. response           58Hz – 19kHz ± 4dB, measured on axys.  Horizontal: 110º; Vertical: depending    Horizontal: 75º; Vertical: depending on     40/58Hz - 21kHz (1 box)  Nominal Dispersion                  42Hz – 19kHz ± 4dB (6 element array)  on array length and conﬁguration  array length and conﬁguration            Nominal Dispersion          Horizontal: 90º; Vertical depending     Horizontal: 110º; Vertical: depending on array  Impedance  LF: 8 Ohm / HF: 16 Ohm     on array length and conﬁguration               length and conﬁguration  Sensitivity (dB)  107dB (1w/1m)  108dB (1w/1m)  Impedance  LF: 4 Ohm / MF: 8 Ohm / HF: 8 Ohm  LF: 4 Ohm / MF : 8 Ofm / HF: 16 Ohm  Calculated spl (dB)  134dB continuous / 140dB peak  136.5dB continuous / 142.5dB peak  Sensitivity (dB)  99dB (1w/1m)  103dB (1w/1m)  Power Handling  510W AES / 1020W continuous  710W AES / 1420W continuous  Calculated spl (dB)  138dB continuous / 144dB Peak  132dB continuous / 139dB peak             Power Handling             2520W AES / 5040W continuous                1920W AES / 3840W continuous  Construction  16mm birch plywood. Finished in black semi-matt textured  Durawound weatherized coating. One recessed carrying handle  Construction  16mm birch plywood. Finished in black semi-matt textured   16mm birch plywood. Finished in black semi-matt textured                               Durawound weatherized coating. Two recessed carrying handle  Durawound weatherized coating. One recessed carrying handle  Grille  Powder coated perforated steel with acoustically transparent reticulated foam                 Grille                        Powder coated perforated steel with acoustically transparent reticulated foam  Net Weight  29,3 kg  35 Kg  Net Weight         85 Kg                                       48 Kg  Dimensions (HxWxD)  295,5 x 602 x 455 mm  320 x 741 x 465 mm  Dimensions (HxWxD)  440 (front height) - 310 (rear height) x 1245 x 740 mm  360 x 1150 x 580 mm  Active Version  Available  .  Active Version  Non Available                               Available                                                                                                                11  1o","A.L.I.S 15                                                                                                          V-15                                                     V-12                                                                            A.L.I.S 12                      V-10                             V Series                  V series means Versatile loudspeakers, ideally suited to all kinds of live performances, including stage   A.L.I.S  The A.L.I.S. (Adaptive Loudspeaker Integrate point Source) is a high-Q arrayable speaker, suited for a wide                                                                                                                                                       range  of  applications.  A.L.I.S.  series  can  be  arrayed  with  a  perfect  coupling  between  array  elements,                                     monitoring and mobile PA. V series are synonymous with exceptional sound quality and reliability and                                     are designed for the most discerning musician and audio systems contractor.                                       avoiding comb ﬁltering between horns. In this way single cabinets or pairs of cabinets can be used to deliver                                                                                                                                  Series               coverage only to desired areas, providing high SPL with perfect acoustic coupling. The wave guide design                                     It offers unbeatable audio performance, housing the best european made speaker components with                    provide an extremely tight pattern control (20º x 75º).                                     ensures the highest quality. Boxes are made with ﬁnland plywood and coated with Polyurea. All these                                     make V series a perfect choice to work under difﬁcult climate conditions.                                         The A.L.I.S. offer extremely easy-to-use rigging and combining, making the system highly versatile. System’s                                                                                                                                                       performance is powerful enough to act as a main system, and at the same time versatile to serve in any                                     V series can be sold in passive version as well as with two self-powered DSP versions ( “A” Series and            number of supporting roles whether horizontal or vertical, ﬂown or stacked applications are demanded.                                     PCC3 options). Active “A” Series includes a factory preset setting of the speaker that assures a perfect                                     sound. Active “PCC3” version adds to factory preset setting the possibility of networking loudspeaker             Speakers and compression drivers sourcing are from the best european suppliers with ensures the highest                                     system control via software.                                                                                      quality. Boxes are made with ﬁnland plywood and coated with Polyurea.                 Mo ed  l                  1 - V  0                        2 1 - V                       5 1 - V                          Model                           A.L.I.S 12                                   A.L.I.S 15                             1 x 10” LF driver, 1 x 1” HF driver on    1 x 12” LF driver, 1 x 1.4” HF driver on    1 x 15” LF driver, 1 x 1.4” HF driver on    1 x 12” neodymium LF driver, 1 x 1.4’’        1 x 15” neodymium LF driver 4”,           Components                                                                                                                Components                              a rotatable exponential horn  an asymmetrical exponential horn  an asymmetrical exponential horn                                   exit HF compression driver               1 x 1.4’’ exit HF compression driver          Freq. response  52Hz – 20kHz ± 4dB, measured on axys  48Hz – 17kHz ± 4dB, measured on axys  42Hz – 17kHz ± 4dB, measured on axys  Freq. response  55Hz – 20kHz ± 4dB, measured on axys        48Hz – 20kHz ± 4dB, measured on axys                              90°H x 60°V@-6db points.    50 to 100°H x 60°V@-6db points.    50 to 100°H x 60°V@-6db points.      Nominal Dispersion             20º x 75° @-6db points                      20º x 75° @-6db points             Nominal         Rotatable horn allows swap of    Rotatable horn allows swap of    Rotatable horn allows swap of            Dispersion                             horizontal and vertical pattern  horizontal and vertical pattern  horizontal and vertical pattern                                                                                                                                     Impedance                                        LF: 8 Ohm / HF: 16 Ohm            Impedance                                               8 Ohm                                                                                                                                    Sensitivity (dB)                104dB (1w/1m)                               104dB (1w/1m)          Sensitivity (dB)         97dB (1w/1m)                 100dB (1w/1m)                  101dB (1w/1m)                                                                                                                                   Calculated spl (dB)       131dB nominal / 137dB continuous             134dB continuous / 140dB peak         Calculated spl (dB)  123dB continuous / 129dB Peak  127dB continuous / 133dB Peak  130,5dB continuous / 136,5dB Peak                                                                                                                                   Power Handling              710W AES / 1400W continuous                 1110W AES / 2220W continuous          Power Handling     350W AES / 700W continuous     520W AES  / 1040W continuous  720W AES / 1440W continuous            Construction                           16mm birch plywood. Finished in black semi-matt textured                           Construction                  18mm birch plywood. Finished in black semi-matt textured Durawound weatherized                                                                                                                                                                                  coating. One recessed carrying handle                                                Durawound weatherized coating. One recessed carrying handle               Grille                       Powder coated perforated steel with acoustically transparent reticulated foam               Grille                                       Powder coated perforated steel             Net Weight               14,4 Kg                        24 Kg                        28,3 kg                             Net Weight                        30 Kg                                       42 Kg        Dimensions (HxWxD)      525 x 340 x 290 mm             645 x 390 x 392 mm            715 x 445 x 395 mm                   Dimensions (HxWxD)               655 x 385 x 585 mm                         800 x 450 x 740 mm           Active Version                                         Available                                                         Active Version                                          Available            12                                                                                                                                                                                                                          13","A.L.I.S 15   V-15   V-12       A.L.I.S 12         V-10                    V Series  V series means Versatile loudspeakers, ideally suited to all kinds of live performances, including stage   A.L.I.S  The A.L.I.S. (Adaptive Loudspeaker Integrate point Source) is a high-Q arrayable speaker, suited for a wide                                range  of  applications.  A.L.I.S.  series  can  be  arrayed  with  a  perfect  coupling  between  array  elements,  monitoring and mobile PA. V series are synonymous with exceptional sound quality and reliability and  are designed for the most discerning musician and audio systems contractor.  avoiding comb ﬁltering between horns. In this way single cabinets or pairs of cabinets can be used to deliver           Series               coverage only to desired areas, providing high SPL with perfect acoustic coupling. The wave guide design  It offers unbeatable audio performance, housing the best european made speaker components with   provide an extremely tight pattern control (20º x 75º).  ensures the highest quality. Boxes are made with ﬁnland plywood and coated with Polyurea. All these  make V series a perfect choice to work under difﬁcult climate conditions.  The A.L.I.S. offer extremely easy-to-use rigging and combining, making the system highly versatile. System’s                                performance is powerful enough to act as a main system, and at the same time versatile to serve in any  V series can be sold in passive version as well as with two self-powered DSP versions ( “A” Series and   number of supporting roles whether horizontal or vertical, ﬂown or stacked applications are demanded.  PCC3 options). Active “A” Series includes a factory preset setting of the speaker that assures a perfect  sound. Active “PCC3” version adds to factory preset setting the possibility of networking loudspeaker   Speakers and compression drivers sourcing are from the best european suppliers with ensures the highest  system control via software.  quality. Boxes are made with ﬁnland plywood and coated with Polyurea.      Mo ed  l  1 - V  0  2 1 - V  5 1 - V  Model  A.L.I.S 12                                   A.L.I.S 15   1 x 10” LF driver, 1 x 1” HF driver on    1 x 12” LF driver, 1 x 1.4” HF driver on    1 x 15” LF driver, 1 x 1.4” HF driver on    1 x 12” neodymium LF driver, 1 x 1.4’’     1 x 15” neodymium LF driver 4”,  Components  Components  a rotatable exponential horn  an asymmetrical exponential horn  an asymmetrical exponential horn  exit HF compression driver  1 x 1.4’’ exit HF compression driver  Freq. response  52Hz – 20kHz ± 4dB, measured on axys  48Hz – 17kHz ± 4dB, measured on axys  42Hz – 17kHz ± 4dB, measured on axys  Freq. response  55Hz – 20kHz ± 4dB, measured on axys  48Hz – 20kHz ± 4dB, measured on axys  90°H x 60°V@-6db points.    50 to 100°H x 60°V@-6db points.    50 to 100°H x 60°V@-6db points.    Nominal Dispersion  20º x 75° @-6db points  20º x 75° @-6db points  Nominal    Rotatable horn allows swap of    Rotatable horn allows swap of    Rotatable horn allows swap of  Dispersion  horizontal and vertical pattern  horizontal and vertical pattern  horizontal and vertical pattern              Impedance                                        LF: 8 Ohm / HF: 16 Ohm  Impedance  8 Ohm             Sensitivity (dB)                104dB (1w/1m)                               104dB (1w/1m)  Sensitivity (dB)  97dB (1w/1m)  100dB (1w/1m)  101dB (1w/1m)            Calculated spl (dB)       131dB nominal / 137dB continuous             134dB continuous / 140dB peak  Calculated spl (dB)  123dB continuous / 129dB Peak  127dB continuous / 133dB Peak  130,5dB continuous / 136,5dB Peak            Power Handling              710W AES / 1400W continuous                 1110W AES / 2220W continuous  Power Handling  350W AES / 700W continuous  520W AES  / 1040W continuous  720W AES / 1440W continuous   Construction   16mm birch plywood. Finished in black semi-matt textured    Construction  18mm birch plywood. Finished in black semi-matt textured Durawound weatherized                                                           coating. One recessed carrying handle  Durawound weatherized coating. One recessed carrying handle   Grille  Powder coated perforated steel with acoustically transparent reticulated foam  Grille  Powder coated perforated steel   Net Weight  14,4 Kg  24 Kg  28,3 kg  Net Weight  30 Kg                                    42 Kg  Dimensions (HxWxD)  525 x 340 x 290 mm  645 x 390 x 392 mm  715 x 445 x 395 mm  Dimensions (HxWxD)  655 x 385 x 585 mm  800 x 450 x 740 mm  Active Version  Available  Active Version                          Available   12                                                                                                            13","DP 2696                               Serie A                                                 PCC-3                                                                                                                                                                                                                                  DP 4896                Active                    The Active Series combine the advantages of the Self-Powered systems through the application of                                    digital technology with the latest advance in acoustics improved throughout decades, providing a sound                                    that redeﬁne the concept of high ﬁdelity sound quality. The Active Series counts with two models of          Series                    Self-Powered system, PCC-3 Series and A-Series.                                    PCC-3 Series combines a high power bi-ampliﬁed unit, class D, and switch mode power supply with on-                     The new Digital Loudspeakers Controllers from Tecnare are a high performance and user-friendly signal                                    board DSP SHARK® -all fully networkable- of 4th generation up to 24bit/96kHz that allow PC control in   DP Series       processors for loudspeaker systems. Taking advantage of the latest analogue to digital conversion and                                    real time as well as monitoring most of their parameters.                                                               DSP technologies, it delivers premium processing tools, not available on any other product.                                     The A-Series has a class H bi-ampliﬁed unit with a remarkable performance that incorporate a high                       The DP-Series offers hughe amounts of signal processing capability and a wide variety of crossover                                    quality DSP Analogue Devices® with a ﬁxed factory -preset.                                                              shapes. The Hardman  high-pass and low-pass ﬁlter are particularly avantgarde and enable the                                                                                                                                                            use to do very selective processing (with high slopes) without introducing phase rotation, thus                                                                                                                                                            allowing the design of very accurate crossovers. Supporting analogue AES3 and Dante  inputs                                                                                                                                                            and having both analogue and AES3 outputs, all under full Ethernet control, makes the Tecnare              Model                     A-Series                       A-Series                    PCC-3 Series                                             Loudspeaker Controllers suitable for use in the most demanding of applications, especially when                                                                                                                                                            ﬂexibility is paramount.                                                              Input mode/signal/clip LED indicador.                                                             Build-in DSP control, three modes preset.  Input mode/signal/limit/                              Input mode/signal/clip LED indicador.  Switching power supply.        LED indicador.                            Build-in DSP control, three modes preset.  Class D ampliﬁer for LF.  Build-in DSP control.              General             Switching power supply.         Class AB ampliﬁer for HF.     Switching power supply.            Speciﬁcations         Class D ampliﬁer for LF.        Stepless speed fan cooling.     Class D ampliﬁer.                    Model                            DP 2696                                   DP4896                                  Class AB ampliﬁer for HF.                                 Stepless speed fan cooling.                               Overhead/Overvoltage protection.                  Protection system                                General speciﬁcations                                                               Over Current: Initially limiters applied, persistent over current causes shutdown.                    2 analogs input /               4 Analog or AES3 Input / 8 Analog or AES3 output.                                                                Temperature: limiters applied, persistent over temperature causes shutdown.   Number of Channels     6 analogs output                       DANTE option Card Available                                                                Brownout: Automatic protection \& recovery. Mains: Inrush current limiting.   Max Input Level                                                                          DC fault: shut down power cycle to recover.                                                                         +20dBu          Audio Performance                                                                                                                                   Max Output Level                  +22dBu into 600R                           +18dBu into 600R           Maximum output         power (RMS) (adapted   LF: 750W ± 10% (200Hz,THD=0.5%),   LF: 275W ± 10% (630Hz,THD=0.5%),   1250W RMS                  Sample Rate / Bit Depth                                   96kHz / 24-bits         to each speaker model)  HF: 75W ± 10% (10KHz,THD=0.5%)  HF: 50W ± 10% (6.3KHz,THD=0.5%)                                  Frequency response /         10Hz-40 kHz, +/-3 dB />110dBA Typ.    10Hz-40kHz, +/-3 dB / Input Dyn range: >120dBa Typ.;                                                                                                                                    Dinamic Range                     (20Hz - 20kHz)                        Out Dyn range: >118dBa Typ           Total wharmonic    LF ≤0.5% (200Hz/ normal condition),   LF ≤0.1% (630Hz/ normal condition),   <0.05% @ 1kHz -3dB            distortion, THD   HF ≤0.1% (10KHz/normal condition)  HF ≤0.1% (6.3KHz/normal condition)  output (22kHz BW)             THD (20Hz-20 kHz)                                       <0.008% Typ              Slew Rate                                                                              >80V/us                       Audio processing            Damping factor                                                                         120 ref 8 Ohms                     Input Gain                                           -80 to +20dB              Efﬁciency                                                                             >90% typical                       Delay              Input Delay: 0 to 405ms / Output Delay: 0 to 80ms  Input Delay: 1s / Output Delay: 1s           Intermodulation   LF ≤0.5% (60Hz-7KHz/ normal condition),   LF ≤0.5% (60Hz-7KHz/ normal condition),                      HPF / LPF types         Bessel, Butterworth, Linkwitz Riley, Hardman  Bessel, Butterworth, Linkwitz Riley, Hardman, LIR, FIR              distortion    HF ≤0.5% (60Hz-7KHz/ normal condition)  HF ≤0.5% (60Hz-7KHz/ normal condition)                           Power supply                               LF ≥85dB (200Hz/ RMS power),     LF ≥80dB (630Hz/ RMS power),                                         Mains Power                              Universal switch-mode PSU, 85v to 250v AC, 50/60Hz              S/N ratio                                HF ≥80dB (10KHz/RMS power)      HF ≥80dB (6.3KHz/RMS power)                                                                                                                                     Consumption                       < 25 Watts                                  30 Watts           Input Impedance                                    6.2k Ohm unbalanced 12.4k balanced                                      Physical            Max input level             +5dBu                           +3.5dBu                      +5.6dBu                          Connectors                                  Input: Female XLR-3 / Output: Male XLR-3                                                                                               <10Hz - >20kHz +/- 0.25dB          Communications ports         R S232 / SUB D9, Rj45 PCC-NET Card       Shielded Rj45, 3-pin Phoenix aux contact          Frecuency Response       20Hz - 20kHz+/-0.5dB            20Hz - 20kHz+/-0.5dB                                                                                                <5Hz - >30kHz +/- 1.0dB            Power supply                                                                                                              Enclosure                                  Standard 19” 1U (44 mm, 1.7”), 254 mm (10”)            Input Voltage                          115v / 230v nominal +/- 10%,Input voltage selection: Manual                        Net Weight                                          2.7 kg (6 pounds)           14                                                                                                                                                                                                                          15","DP 2696  Serie A  PCC-3                                                                                                           DP 4896        Active   The Active Series combine the advantages of the Self-Powered systems through the application of  digital technology with the latest advance in acoustics improved throughout decades, providing a sound  that redeﬁne the concept of high ﬁdelity sound quality. The Active Series counts with two models of  Series  Self-Powered system, PCC-3 Series and A-Series.  PCC-3 Series combines a high power bi-ampliﬁed unit, class D, and switch mode power supply with on-  The new Digital Loudspeakers Controllers from Tecnare are a high performance and user-friendly signal  board DSP SHARK® -all fully networkable- of 4th generation up to 24bit/96kHz that allow PC control in   DP Series  processors for loudspeaker systems. Taking advantage of the latest analogue to digital conversion and  real time as well as monitoring most of their parameters.  DSP technologies, it delivers premium processing tools, not available on any other product.   The A-Series has a class H bi-ampliﬁed unit with a remarkable performance that incorporate a high   The DP-Series offers hughe amounts of signal processing capability and a wide variety of crossover  quality DSP Analogue Devices® with a ﬁxed factory -preset.  shapes. The Hardman  high-pass and low-pass ﬁlter are particularly avantgarde and enable the                                     use to do very selective processing (with high slopes) without introducing phase rotation, thus                                     allowing the design of very accurate crossovers. Supporting analogue AES3 and Dante  inputs                                     and having both analogue and AES3 outputs, all under full Ethernet control, makes the Tecnare  Model  A-Series  A-Series  PCC-3 Series  Loudspeaker Controllers suitable for use in the most demanding of applications, especially when                                     ﬂexibility is paramount.  Input mode/signal/clip LED indicador.  Build-in DSP control, three modes preset.  Input mode/signal/limit/  Input mode/signal/clip LED indicador.  Switching power supply.   LED indicador.  Build-in DSP control, three modes preset.  Class D ampliﬁer for LF.  Build-in DSP control.  General   Switching power supply.  Class AB ampliﬁer for HF.  Switching power supply.  Speciﬁcations  Class D ampliﬁer for LF.  Stepless speed fan cooling.  Class D ampliﬁer.  Model   DP 2696  DP4896  Class AB ampliﬁer for HF.  Stepless speed fan cooling.  Overhead/Overvoltage protection.  Protection system  General speciﬁcations  Over Current: Initially limiters applied, persistent over current causes shutdown.   2 analogs input /   4 Analog or AES3 Input / 8 Analog or AES3 output.  Temperature: limiters applied, persistent over temperature causes shutdown.   Number of Channels  6 analogs output  DANTE option Card Available  Brownout: Automatic protection \& recovery. Mains: Inrush current limiting.   Max Input Level  DC fault: shut down power cycle to recover.                          +20dBu  Audio Performance            Max Output Level                  +22dBu into 600R                           +18dBu into 600R  Maximum output  power (RMS) (adapted   LF: 750W ± 10% (200Hz,THD=0.5%),   LF: 275W ± 10% (630Hz,THD=0.5%),   1250W RMS  Sample Rate / Bit Depth  96kHz / 24-bits  to each speaker model)  HF: 75W ± 10% (10KHz,THD=0.5%)  HF: 50W ± 10% (6.3KHz,THD=0.5%)  Frequency response /    10Hz-40 kHz, +/-3 dB />110dBA Typ.    10Hz-40kHz, +/-3 dB / Input Dyn range: >120dBa Typ.;             Dinamic Range                    (20Hz - 20kHz)                         Out Dyn range: >118dBa Typ  Total wharmonic   LF ≤0.5% (200Hz/ normal condition),   LF ≤0.1% (630Hz/ normal condition),   <0.05% @ 1kHz -3dB  distortion, THD  HF ≤0.1% (10KHz/normal condition)  HF ≤0.1% (6.3KHz/normal condition)  output (22kHz BW)  THD (20Hz-20 kHz)  <0.008% Typ  Slew Rate  >80V/us  Audio processing  Damping factor  120 ref 8 Ohms  Input Gain                        -80 to +20dB  Efﬁciency  >90% typical  Delay   Input Delay: 0 to 405ms / Output Delay: 0 to 80ms  Input Delay: 1s / Output Delay: 1s  Intermodulation   LF ≤0.5% (60Hz-7KHz/ normal condition),   LF ≤0.5% (60Hz-7KHz/ normal condition),   HPF / LPF types  Bessel, Butterworth, Linkwitz Riley, Hardman  Bessel, Butterworth, Linkwitz Riley, Hardman, LIR, FIR  distortion  HF ≤0.5% (60Hz-7KHz/ normal condition)  HF ≤0.5% (60Hz-7KHz/ normal condition)  Power supply  LF ≥85dB (200Hz/ RMS power),   LF ≥80dB (630Hz/ RMS power),   Mains Power  Universal switch-mode PSU, 85v to 250v AC, 50/60Hz  S/N ratio  HF ≥80dB (10KHz/RMS power)  HF ≥80dB (6.3KHz/RMS power)              Consumption                       < 25 Watts                                  30 Watts  Input Impedance  6.2k Ohm unbalanced 12.4k balanced  Physical  Max input level  +5dBu  +3.5dBu  +5.6dBu  Connectors     Input: Female XLR-3 / Output: Male XLR-3  <10Hz - >20kHz +/- 0.25dB  Communications ports  R S232 / SUB D9, Rj45 PCC-NET Card  Shielded Rj45, 3-pin Phoenix aux contact  Frecuency Response  20Hz - 20kHz+/-0.5dB  20Hz - 20kHz+/-0.5dB  <5Hz - >30kHz +/- 1.0dB  Power supply  Enclosure                                 Standard 19” 1U (44 mm, 1.7”), 254 mm (10”)  Input Voltage  115v / 230v nominal +/- 10%,Input voltage selection: Manual  Net Weight  2.7 kg (6 pounds)  14                                                                                                            15","PA900                                               PA5000                                                                                                                                             PA2100                                             PA4.450                                                                                                                                             PA3000                                              PA4.1500           PA Series                 The Tecnare PA Series power ampliﬁer represent a new era in analogue, high quality performance,                                     reliability and state-of-art power ampliﬁcation technologies. The line consists of six models in a uniform,                                     rugged 2U chassis, class H design. Two models are 4 channels, while four models are standard two                                     channel ampliﬁers.                                      Multichannel models use switching power supply, while two channel models use transformer power                                     supply.                     Model                     PA900                       PA2100                       PA3000                              Model                     PA5000                      PA4.450                     PA4.1500            General speciﬁcations                                                                                                  General speciﬁcations            Number of Channels              2                            2 2                         2                             Number of Channels              2                            4                           4              Power Output,       2 x 450 Watt @ 4 ohm / 2 x 350   2 x 900 Watt @ 4 ohm / 2 x 700   2 x 1450 Watt @ 4 ohm / 2 x 1250   Power Output,    2 x 2600 Watt @ 4 ohm / 2 x 1500   4 x 550 Watt @ 4 ohm / 4 x 350   4 x 1670 Watt @ 4 ohm / 4 x 1220            all channels driven    Watt @ 8 ohm / 1 x 900 Watt    Watt @ 8 ohm / 1 x 1980 Watt    Watt @ 8 ohm / 1 x 2900 Watt      all channels driven    Watt @ 8 ohm / 1 x 5150 Watt    Watt @ 8 ohm / 2 x 1000 Watt    Watt @ 8 ohm / 2 x 4000 Watt                (RMS)                  @ 8 ohm Bridge               @ 8 ohm Bridge              @ 8 ohm Bridge                          (RMS)                 @ 8 ohm Bridge               @ 8 ohm Bridge              @ 8 ohm Bridge            Audio performance                                                                                                      Audio performance               Voltage Gain                 31db                        34db                         37db                              Voltage Gain               37,87dB                       33dB                        37,8dB            Frequency response,                                                                                                    Frequency response,               4 Ohm load                                     <20Hz to >20kHz, 4 Ohms, +/- 1dB                                        4 Ohm load                                     <20Hz to >20kHz, 4 Ohms, +/- 1dB           Inter.channel crosstalk,                                                                                               Inter.channel crosstalk,           worst case combination                         better than 75dBr at 1kHz and 58dBr at 20kHz                            worst case combination                          better than 75dBr at 1kHz and 58dBr at 20kHz              Total harmonic                                                                                                         Total harmonic              distortion, THD                                      <0.5%, 20Hz-20kHz                                                 distortion, THD                                      <0.5%, 20Hz-20kHz               Power supply                                                                                                           Power supply            Operation Voltage                                     180-250V (50/60 Hz)                                               Operation Voltage                                     180-250V (50/60 Hz)            Power Consumption              350W                        700W                         800W                           Power Consumption              800W                        700W                         1850W                Physical                                                                                                               Physical                                                                                                                                                            Analog: 2x female and                                                                                                                                                                                                                                  TM                                                                                                                                                                                                      TM                                                                                   TM               Audio Input                                Analog: 2x female and 2x male Neutrik  XLR-3                                Audio Input           2 x male Neutrik  XLR-3  Analog: 4x female Neutrik  XLR-3  Analog: 4x female Neutrik  XLR-3                                                                                                                                                                      TM             Ampliﬁers Output                                2 x Neutrik Speakon  NL4 connectors                                    Ampliﬁers Output    2x Neutrik Speakon  NL4 connectors  4x Neutrik Speakon  NL4 connectors  4x Neutrik Speakon  NL4 connectors                                                                                                                                                                                                                             TM                                                                                                                                                                                                TM                                                                                                                                                                     TM                                                                          TM               Protection                         Protection against short circuits, no-load, on/off muting, RF interference          Protection                         Protection against short circuits, no-load, on/off muting, RF interference               Ventilation                                   Flow-through ventilation front to back                                   Ventilation                                   Flow-through ventilation front to back               Enclosure            Standard 19” 2U (88 mm),     Standard 19” 2U (88 mm),    Standard 19” 2U (88 mm),                  Enclosure           Standard 19” 2U (88 mm),     Standard 19” 2U (88 mm),    Standard 19” 2U (88 mm),                                       251 mm (9.88”)               251 mm (9.88”)              319 mm (12.56”)                                               319 mm (12.56”)              250 mm (9.84”)               331 mm (13.03”)               Net Weight            12.7 kg (27.99 pounds)       14.5 kg (31.97 pounds)      19.5 kg (42.99 pounds)                  Net Weight            19.5 kg (42.99 pounds)        8 kg (17.63 pounds)        19.5 kg (42.99 pounds)           16                                                                                                                                                                                                                          17","PA900                                               PA5000                      PA2100                                             PA4.450                      PA3000                                              PA4.1500  PA Series  The Tecnare PA Series power ampliﬁer represent a new era in analogue, high quality performance,  reliability and state-of-art power ampliﬁcation technologies. The line consists of six models in a uniform,  rugged 2U chassis, class H design. Two models are 4 channels, while four models are standard two  channel ampliﬁers.   Multichannel models use switching power supply, while two channel models use transformer power  supply.       Model  PA900  PA2100  PA3000  Model     PA5000                      PA4.450                     PA4.1500   General speciﬁcations  General speciﬁcations  Number of Channels  2  2 2  2  Number of Channels  2                   4                           4  Power Output,    2 x 450 Watt @ 4 ohm / 2 x 350   2 x 900 Watt @ 4 ohm / 2 x 700   2 x 1450 Watt @ 4 ohm / 2 x 1250   Power Output,    2 x 2600 Watt @ 4 ohm / 2 x 1500   4 x 550 Watt @ 4 ohm / 4 x 350   4 x 1670 Watt @ 4 ohm / 4 x 1220  all channels driven    Watt @ 8 ohm / 1 x 900 Watt    Watt @ 8 ohm / 1 x 1980 Watt    Watt @ 8 ohm / 1 x 2900 Watt    all channels driven    Watt @ 8 ohm / 1 x 5150 Watt    Watt @ 8 ohm / 2 x 1000 Watt    Watt @ 8 ohm / 2 x 4000 Watt  (RMS)  @ 8 ohm Bridge  @ 8 ohm Bridge  @ 8 ohm Bridge  (RMS)  @ 8 ohm Bridge  @ 8 ohm Bridge  @ 8 ohm Bridge  Audio performance           Audio performance   Voltage Gain  31db  34db  37db  Voltage Gain  37,87dB                33dB                         37,8dB  Frequency response,   Frequency response,  4 Ohm load  <20Hz to >20kHz, 4 Ohms, +/- 1dB  4 Ohm load    <20Hz to >20kHz, 4 Ohms, +/- 1dB  Inter.channel crosstalk,   Inter.channel crosstalk,  worst case combination  better than 75dBr at 1kHz and 58dBr at 20kHz  worst case combination  better than 75dBr at 1kHz and 58dBr at 20kHz  Total harmonic    Total harmonic  distortion, THD  <0.5%, 20Hz-20kHz  distortion, THD              <0.5%, 20Hz-20kHz   Power supply           Power supply  Operation Voltage  180-250V (50/60 Hz)  Operation Voltage        180-250V (50/60 Hz)  Power Consumption  350W  700W  800W  Power Consumption  800W         700W                         1850W  Physical      Physical                                     Analog: 2x female and                                                                                                           TM                                                                               TM  Audio Input  Analog: 2x female and 2x male Neutrik  XLR-3  Audio Input  2 x male Neutrik  XLR-3  Analog: 4x female Neutrik  XLR-3  Analog: 4x female Neutrik  XLR-3  TM                                               TM                                                                                                      TM  Ampliﬁers Output  2 x Neutrik Speakon  NL4 connectors  Ampliﬁers Output  2x Neutrik Speakon  NL4 connectors  4x Neutrik Speakon  NL4 connectors  4x Neutrik Speakon  NL4 connectors                                             TM                                                                         TM  TM  Protection  Protection against short circuits, no-load, on/off muting, RF interference  Protection  Protection against short circuits, no-load, on/off muting, RF interference  Ventilation  Flow-through ventilation front to back  Ventilation  Flow-through ventilation front to back  Enclosure  Standard 19” 2U (88 mm),    Standard 19” 2U (88 mm),    Standard 19” 2U (88 mm),    Enclosure  Standard 19” 2U (88 mm),    Standard 19” 2U (88 mm),    Standard 19” 2U (88 mm),  251 mm (9.88”)  251 mm (9.88”)  319 mm (12.56”)  319 mm (12.56”)  250 mm (9.84”)               331 mm (13.03”)  Net Weight  12.7 kg (27.99 pounds)  14.5 kg (31.97 pounds)  19.5 kg (42.99 pounds)  Net Weight  19.5 kg (42.99 pounds)  8 kg (17.63 pounds)  19.5 kg (42.99 pounds)  16                                                                                                            17","T20-44                                                                                                                   T10-48                              T Series                  The Tecnare 44 series ampliﬁers represent the leading edge of ampliﬁer design in the audio industry.                   This truly revolutionary ampliﬁer platform provides a logical front panel user interface and powerful                                     Just think on a truly 20.000 watts ampliﬁer, managed with the most advanced processor available,                                                                                                                                                            Ethernet based remote control. The device can be conﬁgured via its front panel LCD screen, and via PC                                     weighting only 9 kg in a 2 U rack chassis.                                                                             connection thanks to its Rj45 port and a modern TCP-based protocol.                                     Offering a unique combination of power and audio performance, seamlessly combined with advanced                        Both  provide  access  to  all  features  allowing  rapid  system  conﬁguration  with  full  performance                                     DSP and network control, Tecnare’s T series range of four channel ampliﬁers is available in models                     monitoring  and  analytics,  offering  protections  against  clipping,  high  voltages  or  current,  and                                     developing between 1,500Watts and 5,000 Watts per channel. Each channel of can be conﬁgured to                         driver  overexcursion  and  overheating.  Its  functional  parameters,  mains  voltage,  current  draw,                                     deliver it’s maximum powers into 2 or 4 Ohm nominal loads, therefore offering designers and integrators                impedance load or protection trigger, are monitored and saved, so it can be recalled at any time.                                     unparalleled ﬂexability.                                                                                               These ampliﬁers simply surpass any other similar products out there  comparing power output,                                                                                                                                                            sonic performance and efﬁciency.                      Model                       T20-44                      T10-44                    T6-44                                Model                        T10-48                     T6-48                     T3-48             General speciﬁcations                                                                                                  General speciﬁcations              Number of Channels                                            4                                                        Number of Channels                                            4                Power Output,            4 x 2500 Watt @ 4 ohm      4 x 2500 Watt @ 4 ohm     4 x 1500 Watt @ 4 ohm /                  Power Output,            4 x 1250 Watt @ 4 ohm /    4 x 750 Watt @ 4 ohm /     4 x 400 Watt @ 4 ohm /              all channels driven       / 4 x 5000 Watt @ 2 ohm    / 4 x 2500 Watt @ 2 ohm    4 x 1500 Watt @ 2 ohm /                all channels driven        4 x 1250 Watt @ 2 ohm /    4 x 750 Watt @ 2 ohm /     4 x 400 Watt @ 2 ohm /                   (RMS)              / 2 x 10000 Watt @ 4 ohm Bridge  / 2 x 5000 Watt @ 4 ohm Bridge  2 x 2500 Watt @ 4 ohm Bridge       (RMS)               2 x 2500 Watt @ 4 ohm Bridge  2 x 1500 Watt @ 4 ohm Bridge   2 x 800 Watt @ 4 ohm Bridge              Audio performance                                                                                                      Audio performance            Gain (with all the DSP level                                   32db                                                    Gain (with all the DSP level                                   32 db               controls set to 0dB)                                                                                                   controls set to 0dB)          Frequency response,4 Ohm load                        <7Hz to >30kHz, 4 Ohms, -2.5dB points                             Frequency response,4 Ohm load                        <7Hz to >30kHz, 4 Ohms, -2.5dB points             Inter.channel crosstalk,                        better than -85dBr at 1kHz and -75dBr at 10kHz                         Inter.channel crosstalk,                        better than -85dBr at 1kHz and -75dBr at 10kHz             worst case combination                                                                                                 worst case combination           Total harmonic distortion, THD                  <0.05% typical, 1kHz signal, AES17 ﬁlter, 4 Ohm load                   Total harmonic distortion, THD                  <0.05% typical, 1kHz signal, AES17 ﬁlter, 4 Ohm load                Power supply                                                                                                           Power supply          Topology (main power supply)                          High performance Series Resonant                                 Topology (main power supply)                          High performance Series Resonant             Topology (auxiliary and                                                                                                Topology (auxiliary and               standby supplies)                                   Low quiescent Eco-Flyback                                          standby supplies)                                   Low quiescent Eco-Flyback         Nominal mains input voltage range      85V to 240V, Power supply automatically detects voltage and conﬁgures accordingly  Nominal mains input voltage range   85V to 240V, Power supply automatically detects voltage and conﬁgures accordingly                  Physical                                                                                                               Physical                                                                        TM                                                                                                   TM                                                                                                                                                                                                                           TM                                                                                                                                                                                               TM                 Audio Input                  Analog: 4x female and 4x male Neutrik  XLR-3 / 1 x Male and 1 x female Neutrik  XLR-3     Audio Input                  Analog: 4x female and 4x male Neutrik  XLR-3 / 1 x Male and 1 x female Neutrik  XLR-3                                                                                                                                                                                                   TM                                                                            TM               Ampliﬁers Output                                4x Neutrik Speakon  NL4 connectors                                     Ampliﬁers Output                                4x Neutrik Speakon  NL4 connectors            Network data port RS485                   1 x Shielded RJ45 with 2 recessed rotary encoders for ID selection           Network data port RS485                   1 x Shielded RJ45 with 2 recessed rotary encoders for ID selection           Dante Primary and Secondary                                2x Shielded RJ45                                            Dante Primary and Secondary                                2x Shielded RJ45                 Enclosure                      Standard 19” 2U (88 mm), 357 mm (14”) deep with handles and optional rear support        Enclosure                     Standard 19” 2U (88 mm), 357 mm (14”) deep with handles and optional rear support                 Net Weight                                          12.5 kg (27.5 pounds)                                              Net Weight                                          12.5 kg (27.5 pounds)           18                                                                                                                                                                                                                          19","T20-44          T10-48                     T Series  The Tecnare 44 series ampliﬁers represent the leading edge of ampliﬁer design in the audio industry.  This truly revolutionary ampliﬁer platform provides a logical front panel user interface and powerful                                     Ethernet based remote control. The device can be conﬁgured via its front panel LCD screen, and via PC  Just think on a truly 20.000 watts ampliﬁer, managed with the most advanced processor available,  weighting only 9 kg in a 2 U rack chassis.  connection thanks to its Rj45 port and a modern TCP-based protocol.  Offering a unique combination of power and audio performance, seamlessly combined with advanced   Both  provide  access  to  all  features  allowing  rapid  system  conﬁguration  with  full  performance  DSP and network control, Tecnare’s T series range of four channel ampliﬁers is available in models   monitoring  and  analytics,  offering  protections  against  clipping,  high  voltages  or  current,  and  developing between 1,500Watts and 5,000 Watts per channel. Each channel of can be conﬁgured to   driver  overexcursion  and  overheating.  Its  functional  parameters,  mains  voltage,  current  draw,  deliver it’s maximum powers into 2 or 4 Ohm nominal loads, therefore offering designers and integrators   impedance load or protection trigger, are monitored and saved, so it can be recalled at any time.  unparalleled ﬂexability.           These ampliﬁers simply surpass any other similar products out there  comparing power output,                                     sonic performance and efﬁciency.      Model  T20-44  T10-44  T6-44  Model          T10-48                     T6-48                     T3-48  General speciﬁcations  General speciﬁcations  Number of Channels  4  Number of Channels                                 4  Power Output,    4 x 2500 Watt @ 4 ohm    4 x 2500 Watt @ 4 ohm    4 x 1500 Watt @ 4 ohm /    Power Output,    4 x 1250 Watt @ 4 ohm /    4 x 750 Watt @ 4 ohm /    4 x 400 Watt @ 4 ohm /  all channels driven    / 4 x 5000 Watt @ 2 ohm    / 4 x 2500 Watt @ 2 ohm    4 x 1500 Watt @ 2 ohm /    all channels driven    4 x 1250 Watt @ 2 ohm /    4 x 750 Watt @ 2 ohm /    4 x 400 Watt @ 2 ohm /  (RMS)  / 2 x 10000 Watt @ 4 ohm Bridge  / 2 x 5000 Watt @ 4 ohm Bridge  2 x 2500 Watt @ 4 ohm Bridge  (RMS)  2 x 2500 Watt @ 4 ohm Bridge  2 x 1500 Watt @ 4 ohm Bridge   2 x 800 Watt @ 4 ohm Bridge  Audio performance  Audio performance  Gain (with all the DSP level   32db  Gain (with all the DSP level        32 db   controls set to 0dB)   controls set to 0dB)  Frequency response,4 Ohm load  <7Hz to >30kHz, 4 Ohms, -2.5dB points  Frequency response,4 Ohm load  <7Hz to >30kHz, 4 Ohms, -2.5dB points  Inter.channel crosstalk,    better than -85dBr at 1kHz and -75dBr at 10kHz  Inter.channel crosstalk,    better than -85dBr at 1kHz and -75dBr at 10kHz  worst case combination  worst case combination  Total harmonic distortion, THD  <0.05% typical, 1kHz signal, AES17 ﬁlter, 4 Ohm load  Total harmonic distortion, THD  <0.05% typical, 1kHz signal, AES17 ﬁlter, 4 Ohm load  Power supply  Power supply  Topology (main power supply)  High performance Series Resonant  Topology (main power supply)  High performance Series Resonant  Topology (auxiliary and    Topology (auxiliary and  standby supplies)  Low quiescent Eco-Flyback  standby supplies)  Low quiescent Eco-Flyback  Nominal mains input voltage range  85V to 240V, Power supply automatically detects voltage and conﬁgures accordingly  Nominal mains input voltage range  85V to 240V, Power supply automatically detects voltage and conﬁgures accordingly  Physical        Physical  TM  TM                                                                                                    TM                                                                        TM  Audio Input  Analog: 4x female and 4x male Neutrik  XLR-3 / 1 x Male and 1 x female Neutrik  XLR-3  Audio Input  Analog: 4x female and 4x male Neutrik  XLR-3 / 1 x Male and 1 x female Neutrik  XLR-3                                                                            TM  TM  Ampliﬁers Output  4x Neutrik Speakon  NL4 connectors  Ampliﬁers Output  4x Neutrik Speakon  NL4 connectors  Network data port RS485  1 x Shielded RJ45 with 2 recessed rotary encoders for ID selection  Network data port RS485  1 x Shielded RJ45 with 2 recessed rotary encoders for ID selection  Dante Primary and Secondary  2x Shielded RJ45  Dante Primary and Secondary  2x Shielded RJ45  Enclosure  Standard 19” 2U (88 mm), 357 mm (14”) deep with handles and optional rear support  Enclosure  Standard 19” 2U (88 mm), 357 mm (14”) deep with handles and optional rear support  Net Weight  12.5 kg (27.5 pounds)  Net Weight                      12.5 kg (27.5 pounds)  18                                                                                                            19","The Rules are                                                                                                                                        there to be                                                                                                                                        reinvented                                                                                                                                                                                         That´s why Tecnare was the ﬁrst company                                                                                                                                  in the world who has developed in early 2001,                                                                                                                                  DSP networking inside the speakers for active                                                                                                                                  systems and start operating with them.                                                                                                                                    Actually, Tecnare is sinonymous of high                                                                                                                                  end ﬁrst class product, always commited in                                                                                                                                  the research and innovation of the latest                                                                                                                                  techniques, with the ﬁnal objective of supply                                                                                                                                  all the needs that can be given in the world                                                                                                                                  of the sound reinforcement.","The Rules are                 there to be                 reinvented                                                                  That´s why Tecnare was the ﬁrst company           in the world who has developed in early 2001,           DSP networking inside the speakers for active           systems and start operating with them.             Actually, Tecnare is sinonymous of high           end ﬁrst class product, always commited in           the research and innovation of the latest           techniques, with the ﬁnal objective of supply           all the needs that can be given in the world           of the sound reinforcement.","Our best marketing?                                                                                                                                                     Simply our sound.                                                                                                                                       Innovating since 1984","Our best marketing?                              Simply our sound.                Innovating since 1984","C/ Encinar 282 - Pol. Ind. Monte Boyal           45950 Casarrubios del Monte (SPAIN)             Phone           (+34) 918 170 110           (+34) 918 171 001             Email           sales@tecnare.com             tecnare.com"];
